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HYVA BY PARKER PISTON PUMPS

PISTON PUMPS F1/T1 - 4H - SINGLE FLOW: LEFT OR RIGHT ROTATIONAL

SEAL KIT

Part no. Description

14534343 SEAL KIT FOR PISTON PUMPS F1/T1 - 25L-121L

Part no. Description Displacement

(cm³/rev)

Working

pressure (bar)

Rotation

frequency (rpm) port

Pressure Weight 

(kg)

Rotation

14535155 PISTON PUMP F1-025L-L-4H 25.60 350 2200 G�⁄� 8.5 Left

14535160 PISTON PUMP F1-025L-R-4H 25.60 350 2200 G�⁄� 8.5 Right

14535165 PISTON PUMP F1-041L-L-4H 40.90 350 2100 G�⁄� 8.5 Left

14535170 PISTON PUMP F1-041L-R-4H 40.90 350 2100 G�⁄� 8.5 Right

14535175 PISTON PUMP F1-051L-L-4H 51.10 350 1900 G�⁄� 8.5 Left

14535180 PISTON PUMP F1-051L-R-4H 51.10 350 1900 G�⁄� 8.5 Right

14535185 PISTON PUMP F1-061L-L-4H 59.50 350 1900 G�⁄� 8.5 Left

14535190 PISTON PUMP F1-061L-R-4H 59.50 350 1900 G�⁄� 8.5 Right

14535120 PISTON PUMP T1-081L-L-4H 81.50 250 NA G�⁄� 12.5 Left

14535119 PISTON PUMP T1-081L-R-4H 81.50 250 NA G�⁄� 12.5 Right

Dimensions in mm
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PISTON PUMPS F1/T1 - 4H - SINGLE FLOW: LEFT OR RIGHT ROTATIONAL

SEAL KIT

Part no. Description

14534343 SEAL KIT FOR PISTON PUMPS F1/T1 - 25L-121L

Part no. Description Displacement

(cm³/rev)

Working

pressure (bar)

Rotation

frequency (rpm) port

Pressure Weight 

(kg)

Rotation

14535195 PISTON PUMP F1-081L-L-4H 81.60 350 1750 G1 12.5 Left

14535200 PISTON PUMP F1-081L-R-4H 81.60 350 1750 G1 12.5 Right

14535205 PISTON PUMP F1-101L-L-4H 102.90 350 1550 G1 12.5 Left

14535210 PISTON PUMP F1-101L-R-4H 102.90 350 1550 G1 12.5 Right

14535131 PISTON PUMP T1-121L-L-4H 118.50 250 NA G1 12.5 Left

14535130 PISTON PUMP T1-121L-R-4H 118.50 250 NA G1 12.5 Right

Dimensions in mm

HYVA BY PARKER PISTON PUMPS
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PISTON PUMPS F2 - 4H - DOUBLE FLOW: LEFT OR RIGHT ROTATIONAL

SEAL KIT

Part no. Description

02410027 SEAL KIT FOR PISTON PUMPS F2

Dimensions in mm

Part no. Description Displacement

(cm³/rev)

Working

pressure 

(bar) (rpm)

Rotation

frequency continuous 

power

Max. 

(kW)

Pressure

port

Weight 

(kg)

Rotation

Port A Port B

14535240 PISTON PUMP F2-042L/042L-RH-4H 43.0 41.0 350 2100 100 G�⁄� 19.0 Right

14535241 PISTON PUMP F2-042L/042L-LH-4H 43.0 41.0 350 2100 100 G�⁄� 19.0 Left

14535250 PISTON PUMP F2-053L/053L-RH-4H 54.0 52.0 350 2100 127 G�⁄� 19.0 Right

14535251 PISTON PUMP F2-053L/053L-LH-4H 54.0 52.0 350 2100 127 G�⁄� 19.0 Left

14535244 PISTON PUMP F2-055L/028L-RH-4H 55.0 28.0 350 2100 100 G�⁄� 19.0 Right

14535245 PISTON PUMP F2-055L/028L-LH-4H 55.0 28.0 350 2100 100 G�⁄� 19.0 Left

14535243 PISTON PUMP F2-070L/070L-RH-4H 68.0 68.0 300 2100 131 G�⁄� 19.0 Right

14535242 PISTON PUMP F2-070L/070L-LH-4H 68.0 68.0 300 2100 131 G�⁄� 19.0 Left

14535270 PISTON PUMP F2-070L/035L-RH-4H 69.0 36.0 350 2100 110 G�⁄� 19.0 Right

14535271 PISTON PUMP F2-070L/035L-LH-4H 69.0 36.0 350 2100 110 G�⁄� 19.0 Left

HYVA BY PARKER PISTON PUMPS
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SUCTION FITTING FOR HYVA BY PARKER 
PISTON PUMPS

SUCTION FITTING FOR PARKER PISTON PUMPS 4H5

Part no. Description A 

(mm) (mm)

B C

(mm) / (in.)

14535303 HOSE PILLAR F1-25L-45° - LP20 60 104 32 / 1¼”

14535304 HOSE PILLAR F1-25L-45° - LP24 60 104 38 / 1½”

14535300 HOSE PILLAR F1-45° - LP28 67 110 45 / 1�⁄�”

14535305 HOSE PILLAR F1-45° - LP32 67 110 50 / 2”

14535306 HOSE PILLAR F1-45° - LP40 75 117 63 / 2½”

Suction fitting consists 

of suction fitting, 

clamps, cap screws and 

O-ring.

Suction fitting must be ordered separately as it is not included with the pump

45º fitting


